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A B S T R A C T

Sulfur-rich spirofluorene-bridged N-heterotriangulene (FTN) polymers featuring covalently linked oligosulfide 
units and a terthiophene-based analogue were synthesized via nucleophilic aromatic substitution and Stille cross- 
coupling polymerization. The resulting materials are amorphous, insoluble solids with high thermal stability and 
sulfur contents up to 25 wt%. Structural and compositional analyses by combustion analysis, ToF-SIMS, FT-IR, 
XPS, and solid-state NMR confirm the efficient incorporation of short oligosulfide to disulfide linkages and well- 
defined terthiophene units in the respective polymers. Electrochemical characterization in lithium half-cells 
indicates a predominantly FTN-centered high-voltage redox process at 3.8–4.0 V (vs. Li/Li⁺), accompanied by 
sulfur-related low-voltage redox processes in the sulfur-linked polymers and a transient linker-associated low- 
voltage activity in the terthiophene-linked polymer between 1.5–2.5 V (vs. Li/Li+). Sulfur incorporation mark
edly increases the theoretical and initial discharge capacities (up to 129 mA h g⁻¹), while the sulfide conversion 
processes exhibit rapid fading and poor reversibility due to sulfide dissolution. In contrast, the terthiophene- 
linked polymer shows only transient linker-associated low-voltage activity, while the sustained electro
chemical response is governed by the persistent FTN backbone redox event, with Coulombic efficiencies 
approaching 99.7%. Our results highlight how different sulfur-containing linkers influence the electrochemical 
behavior of FTN-based polymers and provide insights into the design of functional organic cathode materials 
featuring multi-redox processes.

1. Introduction

Sulfur is one of the most abundant and versatile elements in the crust 
of the Earth and exhibits remarkable chemical diversity owing to its 
ability to adopt multiple oxidation states and to form extended S–S 
chains [1–4]. In organic electronic materials, the incorporation of sulfur 
enhances polarizability and intermolecular interactions, which are 
crucial for molecular packing and charge transport [1,5,6]. In thio
phene, the sulfur atom stabilizes the aromatic π-system and enables 
versatile chemical modifications, thereby establishing thiophene as a 
key motif in modern organic semiconductor materials [7–10]. Beyond 

optoelectronics, sulfur also exhibits soft-ligand properties with rich 
redox chemistry, enabling broad application in metal binding [11–13], 
catalysis [14,15], and energy storage systems such as lithium-sulfur 
batteries [16–18]. Elemental sulfur (as S8) undergoes a multielectron 
conversion reaction with lithium to form Li2S, resulting in a high 
theoretical specific capacity of ~1672 mAh g–1 (Fig. 1 A) [16,19,20]. In 
ether-based electrolytes, discharge proceeds via the stepwise formation 
of soluble lithium polysulfides (Li2Sx), giving rise to characteristic 
two-step discharge plateaus [21,22]. Despite these attractive cathode 
properties, elemental sulfur is limited due to dissolution of small oli
gosulfide fragments into the electrolyte, which induces redox imbalance 
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at the lithium anode and leads to rapid capacity fading with low 
Coulombic efficiency (CE) [16,23]. To address the intrinsic limitations 
of elemental sulfur, various strategies have been developed to stabilize 
sulfur and its reactive sulfur chains [24–27]. One effective approach is 
covalent fixing, in which sulfur atoms or chains are chemically bound to 
organic frameworks [28–30]. Such covalently fixed structures provide a 
homogeneous distribution of electroactive sulfur sites, suppress oligo
sulfide migration, and enhance long-term cycling stability [27,31,32]. 
Several synthetic approaches have been developed to incorporate sulfur 
covalently into polymeric frameworks [33–36]. A widely used method is 
inverse vulcanization, in which molten sulfur reacts with unsaturated 
organic comonomers to form sulfur-rich networks [37–39]. The result
ing polymers contain up to 90 wt% sulfur and typically deliver reversible 
capacities of 600–1000 mAh g–1 with excellent cycling stability [36,40, 
41]. Beyond these thermally induced reactions, solution-based nucleo
philic aromatic substitution (SNAr) has emerged as an alternative route 
to sulfur-rich polymers under comparatively mild conditions [42–45]. 
Nevertheless, the number of reported polymer systems prepared through 
SNAr remains limited and the scope of accessible structures is still 
developing. An alternative strategy to mitigate the drawbacks of 
elemental sulfur involves embedding sulfur directly into the π-conju
gated backbone, thereby creating a redox-active heteroaromatic system 
that can reversibly store charge without forming soluble polysulfides 
[46–50]. Although oligothiophenes such as terthiophene (TTP) are 
among the most extensively studied structural motifs in organic elec
tronics [51], they remain surprisingly underexplored as molecular redox 
units [52–54]. The sulfur-embedded, unsubstituted aromatic framework 
in TTP enables one-electron storage at comparatively negative poten
tials, forming a radical anion of limited stability (Fig. 1 A) [55,56]. 
However, chemical modification of the TTP core can substantially tune 
its redox properties, enabling substituted derivatives to access 
two-electron redox processes [52].

In 2024, our group developed a redox-active polymer based on 

spirofluorene-bridged N-heterotriangulenes (FTNs), planarized 
triphenylamine-derivatives featuring rigid C(sp3)-spiro-bridges that 
effectively stabilize the nitrogen-centered radical cation (Fig. 1B) [57, 
58]. The corresponding FTN-based polymers (FTN-Pol and FTN-H-Pol), 
obtained via Yamamoto polymerization, are amorphous and micropo
rous with surface areas around 690 m2 g–1 and excellent thermal sta
bility. Electrochemical measurements revealed a reversible 
nitrogen-centered redox event at 3.8–3.9 V (vs. Li/Li+), delivering sta
ble specific capacities of up to 26 mAh g–1 and outstanding cycling 
stability over 400 cycles. These results established spiro-bridged N-HTA 
frameworks as robust π-conjugated platforms for organic cathode ma
terials. [58].

Motivated by these findings, we aimed herein to expand the series of 
FTN-based polymers as redox-active materials toward sulfur-containing 
and terthiophene-linked derivatives to explore the influence of addi
tional redox-active linkers on the overall redox behavior and charge- 
storage properties. Specifically, two sulfur-containing FTN polymers 
featuring oligosulfide linkages and a terthiophene-linked analogue were 
synthesized and isolated as amorphous insoluble solids which were 
subjected to comprehensive structural and spectroscopic analyses. Their 
performance as cathode materials in lithium-ion half-cells was 
evaluated.

2. Results and discussion

2.1. Synthesis of the brominated monomers

The synthesis of the brominated monomers 1a and 1b is shown in 
Fig. 2A. While the 6-fold brominated compound 1b had already been 
established by us previously, the 3-fold brominated compound 1a was 
newly synthesized by a modified protocol [58,59]. Triphenylamine 2 
was subjected to lithium/bromine exchange with nBuLi at − 78 ◦C and 
subsequent addition of 2-bromofluorenone or 2,7-dibromofluorenone 
afforded the respective triols 3a or 3b in yields between 20 − 25%. 
Threefold cyclization with trifluoromethanesulfonic acid at 0 ◦C affor
ded the spiro-compounds 1a and 1b in a yield of 80 and 90%, 

Fig. 1. (A) Redox behavior of elemental sulfur and terthiophene (TTP). (B) 
Previously reported FTN polymers featuring high-voltage, reversible nitrogen- 
centered redox process. (C) This work: FTN-Pol derivatives with sulfur-based 
(FTN-Pol-Sx3, FTN-Pol-Sx6) or TTP linkers (FTN-Pol-TTP), enabling addi
tional redox activity while preserving the FTN-Pol high-voltage core.

Fig. 2. Synthetic route to the brominated spirocyclic monomers 1a and 1b (A) 
and the corresponding sulfur-rich polymers FTN-Pol-Sx3 and FTN-Pol-Sx6 (B). 
Reagents and conditions: a) 1) nBuLi, THF, − 78 ◦C, 20 min, N2; 2) 2-bromo
fluorenone (for 3a) or 2,7-dibromofluorenone (for 3b), THF, − 78 ◦C to room 
temperature, 12 h, N2; b) CF3SO3H, CHCl3 (for 1a) or CF3SO3H (for 1b), 0 ◦C, 
5 min; c) and d) 1) Na2S, S8, NMP, 180 ◦C, 20 min, N2; 2) NMP, 180 ◦C, 48 h, 
N2. THF = tetrahydrofuran.
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respectively. Both brominated monomers are colorless, crystalline 
solids, with high thermal stability and, importantly, they are accessible 
in gram quantities (for more details, see the Supporting Information).

2.2. Synthesis and characterization of the sulfur-linked polymers FTN- 
Pol-Sx3 and FTN-Pol-Sx6

The sulfur-rich polymers FTN-Pol-Sx3 and FTN-Pol-Sx6 were syn
thesized via SNAr of the brominated spiro-compounds 1a and 1b with in 
situ generated sodium oligosulfide species (Fig. 2B, for more details see 
the Supporting Information) [60,61]. The reactive sodium oligosulfide 
solution was obtained by heating sodium hydrosulfide hydrate with 
elemental sulfur in N-methyl− 2-pyrrolidone (NMP) at 180 ◦C and was 
directly treated with the respective brominated monomer 1a or 1b. 
Purification by Soxhlet extraction (H2O, methanol, THF, and benzene) 
and subsequent drying under reduced pressure at 120 ◦C afforded 
FTN-Pol-Sx3 and FTN-Pol-Sx6 as black solids in good to excellent yields 
of 74 and 93%, respectively (see Fig. 2A). Both polymers are insoluble in 
water and common organic solvents.

Photographs of the purified polymers reveal their dark color and 
solid amorphous morphology after extensive purification and drying 
(Fig. 3A, top). To elucidate the elemental composition, purity, and 
polymerization degree of FTN-Pol-Sx3 and FTN-Pol-Sx6, elemental 
combustion analysis, time-of-flight secondary ion mass spectrometry 
(ToF-SIMS), powder X-ray diffractometry (PXRD), and X-ray photo
electron spectroscopy (XPS) were performed. Further structural char
acterization was achieved by Fourier-transform infrared (FT-IR), 
Raman, and cross-polarization magic angle spinning (CP-MAS) 13C NMR 

spectroscopy. In addition, the thermal stability and morphology were 
investigated via thermogravimetric analysis (TGA), scanning electron 
microscopy (SEM), and nitrogen sorption measurements, respectively.

Elemental analysis revealed sulfur contents of 24.7 wt% for FTN- 
Pol-Sx3 and 23.6 wt% for FTN-Pol-Sx6, confirming the efficient sulfur 
incorporation. Based on the molecular structure of the repeating FTN 
unit, these values correspond to approximately one to two sulfur atoms 
per peripheral substituent, i.e. six to twelve sulfur atoms per repeating 
unit. Such sulfur loading is consistent with the presence of short oligo
sulfide linkages, rather than extended polysulfide chains, which is in line 
with the high thermal stability (vide infra) and dark solid appearance of 
the polymeric materials. PXRD confirmed the amorphous character of 
both polymers and the absence of remaining crystalline sulfur species 
such as S8 (Figure S17 and S18). ToF-SIMS analysis further demon
strated the high purity of the materials, revealing only trace amounts of 
bromine residues from the starting materials in FTN-Pol-Sx3 and sulfur 
fragments up to S4 for both polymers, consistent with short covalently 
bound sulfur linkages within the polymer framework (Figure S23–S28). 
XPS analysis further corroborates these findings (Figure S29, Table S2 
and S3). No residues of sodium salts for both polymers and only weak 
bromine species concentrations for FTN-Pol-Sx3 (< 0.5 wt%) were 
detected. The survey spectra confirm the purity and defined composition 
of the polymers, with only minor O, F, and Si signals attributed to sur
face contamination. High-resolution XPS spectra of the core levels pro
vide further insights into the chemical environment of both polymers. In 
the S 2p region, the main doublet for FTN-Pol-Sx3 and FTN-Pol-Sx6 
with S 2p3/2 at 163.4 eV, characteristic of disulfide-type sulfur (C–S–S– 
C) [62], confirms the covalent incorporation into the polymer frame
work. In addition, doublets of weak intensity around 162 eV and 167 eV 
in both samples are attributed to terminal sulfur of the chain [63] and 
oxidized sulfur species (SOx), respectively, likely formed by surface 
oxidation. The ratio between the central and terminal sulfur is two times 
higher for FTN-Pol-Sx6 than for FTN-Pol-Sx3. This trend is consistent 
with the higher functionality of the FTN-Pol-Sx6 monomer 1b (six 
polymerizable sites vs three for 1a). The latter leads to a bigger network 
with a smaller amount of terminal sulfur. In both cases the detection of 
both doublets indicates a quite limited length of the sulfur chain like 
already suggested by ToF-SIMS and EA. The N 1 s spectra display a 
single peak at 400.5 eV for both FTN-Pol-Sx3 and FTN-Pol-Sx6, com
parable to the measured N 1 s signal of the reference molecule FTN-Pol, 
indicating that the molecular building block remains chemically intact 
after polymerization (Table S2 and S3). The overall surface composition 
agrees well with the expected C/N/S ratios and supports the formation 
of a chemically uniform network. FT-IR spectra of FTN-Pol-Sx3 and 
FTN-Pol-Sx6 display distinct bands corresponding to aromatic (1000– 
1800 cm–1) and aliphatic (2868–3061 cm–1) C–H stretching vibrations, 
similar to the previously reported polymer FTN-Pol, confirming the 
preservation of the spiro-bridged N-HTA-based polymer backbone 
(Fig. 3B) [56]. Characteristic absorption bands in the 700–500 cm–1 

region are assigned to overlapping C–S and S–S stretching vibrations 
[64]. Both materials were also studied by Raman spectroscopy, 
revealing peaks at 485 cm–1 for FTN-Pol-Sx3 and 478 cm–1 for 
FTN-Pol-Sx6 that correlate with S–S stretching vibrations, in line with 
literature known disulfide compounds (Figure S11) [65,66]. 
FTN-Pol-Sx3 and FTN-Pol-Sx6 were investigated by 13C MAS NMR 
(Figure S5 and S6). The signal at ~57 ppm is indicative for the C 
(sp3)-hybridized spiro-carbon and can be found in both compounds, 
again confirming the intact FTN backbone. [57,58].

TGA revealed a high thermal stability of both polymers, with only a 
minor initial weight loss below 150 ◦C (3–5%) attributed to moisture or 
residual solvent (Figure S12 and S13). The absence of a distinct 
decomposition step below 200 ◦C indicates that no free crystalline or 
long-chain polysulfur species are present, supporting the covalent 
incorporation of short sulfur linkages within the polymer framework. A 
gradual mass loss around 300 ◦C is attributed to the thermal cleavage of 
the tert-butyl substituents, followed by cleavage of C–S and S–S bonds 

Fig. 3. Morphological and structural characterization of FTN-Pol-Sx3 (left) and 
FTN-Pol-Sx6 (right). (A) Photographs (top) and SEM images (bottom) of the 
powders; (B) FT-IR spectra of the polymers and the model compounds FTN-Pol 
and elemental sulfur (S8).
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within the sulfur chains between 350–600 ◦C. At higher temperatures 
(>600 ◦C), the polymer undergoes progressive decomposition and 
carbonization of the π-conjugated backbone fragments (Figure S14 and 
S15).

SEM micrographs of FTN-Pol-Sx3 and FTN-Pol-Sx6 show amor
phous, coralloid aggregates composed of irregular fragments with 
rough, fractured surfaces and interparticle voids on the sub-μm scale 
(Fig. 3A, Figure S20 and S21). No long-range order was observed, which 
is in line with PXRD results (vide supra). The morphology of both 
polymers was further studied by nitrogen sorption analysis at 77 K after 
activation at 100 ◦C for 2 h (Figure S30 and S31). In both cases, the 
nitrogen adsorption resulted in type II isotherms, showing little to no 
intrinsic porosity. In addition, no pronounced hysteresis between the 
adsorption and desorption isotherms was observed, which supports the 
presence of essentially non-porous, densely packed materials. The BET 
surface areas were determined to be 13.6 m2g–1 for FTN-Pol-Sx3 and 
46.3 m2g–1 for FTN-Pol-Sx6. These values are notably lower than that of 
the sulfur-free polymer FTN-Pol (690 m2g− 1) [58], suggesting that the 
introduction of sulfur-based linkers leads to denser network packing and 
partial pore collapse during solvent removal, likely caused by enhanced 
interchain interactions, the high polarizability of sulfur, and the 
conformational flexibility of the oligosulfide chains [67]. Consequently, 
the accessible surface area is largely limited to interparticle voids rather 
than an intrinsic microporous framework.

The electrochemical properties of both sulfur-rich polymers were 
investigated with the aim to evaluate their potential for application as 
organic cathode materials. Initially, FTN-Pol-Sx3 composite electrode 
FTN-Pol-Sx3:CB:PVDF (50:40:10 wt%) was studied in a lithium half-cell 
configuration with 1 M LiTFSI in DOL:DME (1:1, v/v). Fig. 4A shows the 
cyclic voltammetry response recorded at 0.1 mV s⁻¹ in the potential 

range of + 1.5 to + 4.1 V for 10 cycles. The open-circuit voltage (OCV) 
measures + 2.89 V which is similar to our previously reported FTN-Pol 
[58]. During the first anodic sweep, there is a peak at + 4.07 V (O1) with 
a shoulder at + 3.97 V indicating the oxidation of the FTN backbone. 
Compared to FTN-Pol (O1 = +3.85 V), this feature is shifted to higher 
voltages and broadened, which suggests kinetic limitations possibly 
associated with the electronically insulating sulfur functionalities that 
may disrupt charge transport pathways. The corresponding reduction 
peak (R1) at + 3.88 V is strongly suppressed, indicating pronounced 
redox asymmetry. This behavior may arise from sluggish charge-transfer 
kinetics, partial electrode passivation, or competing parasitic reactions. 
In general, the FTN redox process in FTN-Pol-Sx3 is centered 
around + 3.97 V and exhibits an overpotential of 0.2 V, which is nearly 
three times larger than the overpotential observed in sulfur-free 
FTN-Pol, thus supporting the assumption of kinetic limitations due to 
the incorporated sulfur. In addition to these FTN-related signals, two 
reduction peaks at + 2.25 V (RS1) and + 1.95 V (RS2) are observed. In 
line with our reference measurements (Figure S33) and literature reports 
on polysulfides [68], these signals can be assigned to sulfur redox ac
tivity. Both features diminish significantly within the first five cycles but 
remain detectable in the 10th cycle. A further low-potential feature at 
≈ + 1.5 V (R*) cannot be assigned to either FTN- or sulfur-related pro
cesses. On the anodic sweep, a broad oxidation peak at + 2.49 V (OS1+2) 
appears, which follows a similar trend of rapid initial decay with sub
sequent stabilization. The overall poor reversibility of RS1, RS2, and R* 
suggests substantial sulfur dissolution and possible polysulfide shuttle 
phenomena, consistent with previous studies of Li-S systems [20,68]. 
While widely used, it should be noted that under strongly oxidizing 
conditions, ether-based electrolytes such as 1,3-dioxolane may undergo 
side reactions, which could contribute to irreversible processes, 

Fig. 4. Electrochemical characterization of FTN-Pol-Sx3 composite electrode (FTN-Pol-Sx3:CB:PVDF = 50:40:10 wt%) in 1 M LiTFSI solved in DOL:DME (1:1 v/v). 
A) CV at 0.1 mV s⁻¹ between 1.5 − 4.1 V vs. Li/Li⁺ for 10 cycles. B) Differential capacity (dQ/dV) from galvanostatic cycling at 100 mA g⁻¹ . C) Galvanostatic charge- 
discharge profiles at 100 mA g⁻¹ . D) Cycling performance and CE over 400 cycles. CB = carbon black; PVDF = poly(vinylidenefluoride); LiTFSI = lithium bis(tri
fluoromethanesulfonyl)imide, DOL = 1,3-dioxolane; DME = 1,2-dimethoxyethane. OS1+2, and RS1, RS2 denote sulfur-related oxidation and reduction features, 
respectively.
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particular when extending the voltage window above 4 V. Although no 
direct evidence for significant electrolyte decomposition was observed 
in the present study, its contribution cannot be entirely excluded and 
should be considered when interpreting the electrochemical data. To 
further investigate the redox mechanisms, the differential capacity 
derived from galvanostatic cycling at 100 mA g⁻¹ is presented in Fig. 4B. 
The OCV of + 2.87 V is consistent with the CV measurements. A distinct 
oxidation peak at + 3.96 V (O1) and a broad, weak reduction peak 
at + 3.87 V (R1) confirm the redox process located at the FTN backbone. 
R1 decays rapidly within the first five cycles but persists at low intensity 
up to 400 cycles, yielding an average redox potential (E₁/₂) of + 3.92 V 
with a reduced overpotential of 0.09 V. In the lower-potential region, 
multiple overlapping reduction peaks at + 2.43, + 2.28, and + 2.19 V 
(collectively denoted RS1) are identified and are attributed to sulfur 
conversion reactions. These signals are initially pronounced but decline 
within the first five cycles, stabilizing at low intensity thereafter. A 
broad reduction feature near + 1.94 V (denoted RS2) extends 
toward + 1.5 V (R*) and suggests deeper sulfur reduction. The corre
sponding oxidation OS1+2 appears as a broad feature centered 
around + 2.4 V in the first cycle, undergoes sharpening in subsequent 
cycles, and as such reflects partially reversible sulfur electrochemistry. 
The potential profiles shown in Fig. 4C provide further insights into the 
individual redox contributions. FTN oxidation (O1) delivers ≈ 50 mA h 
g⁻¹ , while its reduction (R1) accounts for only ≈ 4 mA h g⁻¹ . The sulfur 
redox processes (RS1 and RS2/R*) contribute ≈ 100 mA h g⁻¹ , resulting 
in an initial discharge capacity of 129 mA h g⁻¹ . The oxidation peak OS1 
recovers ≈ 33 mA h g⁻¹ , indicating only partial reversibility. All redox 
features exhibit rapid capacity fading, retaining ≈ 25% of the initial 
capacity after 10 cycles and ≈ 10% after 400 cycles, consistent with 
continuous sulfur loss and shuttle effects in the ether-based electrolyte. 
Long-term cycling performance further supports these findings. The 

initial discharge capacity of 129 mA h g⁻¹ (0.13–0.19 mAh cm–2) decays 
exponentially to 31 mA h g⁻¹ (0.03–.

0.05 mAh cm–2) after 10 cycles and to 16 mA h g⁻¹ (0.02–0.03 mAh 
cm–2) after 200 cycles, reaching 13 mA h g⁻¹ (0.01–0.02 mAh cm–2) at 
cycle 400. The CE increases from 37.2% in the first cycle to 99.0% by the 
10th cycle, decreases slightly to 97.6% at cycle 40, and subsequently 
converges to 98.2% at longer cycling. The absence of capacity stabili
zation highlights severe polysulfide shuttle effects and overall instability 
of FTN-Pol-Sx3 composite system (for alternative electrolytes tested 
under the same conditions, see Figure S35).

Electrochemical measurements on the composite electrode with 
FTN-Pol-Sx6 show similar electrochemical behavior (Fig. 5 and 
Table 1). Specifically, the data demonstrate similar electrochemical 
processes associated with the FTN backbone structure as discussed 
above for FTN-Pol-Sx3, but the corresponding redox process exhibits a 
lower overpotential of 0.1 V. In the sulfur region, the two distinct 
reduction features observed for FTN-Pol-Sx3 merge into a single process 
at + 2.07 V (RS1+2). Moreover, the differential capacity data shown in 
Fig. 5B imply an additional irreversible shoulder-like feature 
at + 2.24 V which decays within the first 60 cycles and gradually shifts 
to lower voltages before stabilizing at ≈ 10 mA g–1V–1 up to 400 cycles. 
On oxidation, OS1+2 appears as a broad peak centered around + 2.44 V 
with a shoulder at + 2.32 V, which shifts to higher potentials upon 
continued cycling. This does not change the redox potential (E₁/₂) but 
leads to a pronounced increase in overpotential from 0.27 V in the 1st 
cycle to 0.90 V by the 20th cycle. This evolution suggests progressively 
hindered kinetics, likely associated with sulfur dissolution into the 
electrolyte. The galvanostatic charge-discharge profiles and the long- 
term cycling data in Fig. 5C and D underline the similar behavior to 
FTN-Pol-Sx3. Notably, the CE spread increases substantially beyond 300 
cycles, reflecting growing instability of the redox processes. Taken 

Fig. 5. Electrochemical characterization of FTN-Pol-Sx6 composite electrode (FTN-Pol-Sx6:CB:PVDF = 50:40:10 wt%) in 1 M LiTFSI solved in DOL:DME (1:1 v/v). A) 
CV at 0.1 mV s⁻¹ between 1.5 − 4.1 V vs. Li/Li⁺ for 10 cycles. B) Differential capacity (dQ/dV) from galvanostatic cycling at 100 mA g⁻¹ . C) Galvanostatic charge- 
discharge profiles at 100 mA g⁻¹ . D) Cycling performance and CE over 400 cycles. CB = carbon black; PVDF = poly(vinylidenefluoride); LiTFSI = lithium bis(tri
fluoromethanesulfonyl)imide, DOL = 1,3-dioxolane; DME = 1,2-dimethoxyethane. OS1+2, and RS1+2 denote sulfur-related oxidation and reduction features, 
respectively.
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together, these results show that the FTN-Pol-Sx6 composite suffers 
even more from unstable sulfur redox activity and pronounced long- 
term degradation than FTN-Pol-Sx3.

Although the synthesis of both polymers is simple and high yielding, 
which makes them in principle interesting for practical applications, 
their electrochemical performance is rather disappointing, most likely 
due to their poorly defined structure and the redox instability of the 
oligosulfide linkers. For this reason, we set out to synthesize a well- 
defined analogue in which the sulfur atoms are embedded in π-conju
gated terthiophene moieties to provide for stabilization. In this context, 
terthiophene was selected as a structurally defined, π-conjugated sulfur- 
containing linker that represents an extended analogue of the flexible 
oligosulfide chains used in the previous polymers. This design enables a 
direct comparison between flexible polysulfide linkers and π-conjugated 
thiophene-based units within the same FTN framework.

2.3. Synthesis and characterization of the terthiophene-linked polymer 
FTN-Pol-TTP

To maximize the sulfur content in the resulting material, the π-con
jugated polymer FTN-Pol-TTP was synthesized exclusively from the 
hexabrominated monomer 1b via Stille cross-coupling polymerization 

with a stannylated terthiophene linker (Fig. 6). The required bis(tri
methylstannyl)terthiophene was obtained in quantitative yield from 
commercially available terthiophene by successive lithiation and stan
nylation using nBuLi and trimethyltin chloride at 0 ◦C. Subsequent 
polymerization of 1b with the stannylated linker in toluene using [Pd 
(PPh3)4] as catalyst, followed by Soxhlet extraction (methanol, THF, 
toluene, and CH2Cl2) and drying under reduced pressure, afforded FTN- 
Pol-TTP as an orange powder in 88% yield. The polymer is insoluble in 
water and common organic solvents.

As shown in Fig. 7A, photographs of the purified polymer demon
strate its amorphous solid, orange appearance. The same characteriza
tion methods as for FTN-Pol-Sx3 and FTN-Pol-Sx6 were employed to 
verify the purity, composition, structure, and morphology of FTN-Pol- 
TTP. Elemental combustion analysis is in good agreement with the 
calculated composition of the defined terthiophene-linked framework, 
confirming the successful polymerization of the brominated precursor 
1b (calculated: S, 13.87% vs. found: S, 11.34%). ToF-SIMS and PXRD 
demonstrate the high purity and amorphous nature of the material, with 
no remaining palladium species and only trace signals of tin and 
bromine originating from incomplete conversion of the starting mate
rials (Figure S19, S27, and S28). In addition, XPS analysis confirms the 
purity and composition of FTN-Pol-TTP, showing major signals for C–C/ 
C–H (285.0 eV), thiophene-based sulfur (164.4 eV), and N 1 s 
(400.6 eV), with only minor surface contamination (Figure S29 and 
Table S4). Comparison of the FT-IR spectra of FTN-Pol-TTP with the 
reference polymer FTN-Pol and the monomeric reference TTP reveals 
the expected aromatic (1800–800 cm–1) and aliphatic 
(3100–2600 cm–1) vibrations and distinct C–S stretching vibrations be
tween 750–500 cm–1, consistent with the TTP model compound 
(Fig. 7A). Furthermore, Raman spectroscopy shows a characteristic band 
at 1454 cm–1, which corresponds to the strong IR band at 1455 cm–1 and 
is assigned to C––C stretching within the extended π-systems 
(Figure S11) [69]. According to TGA, FTN-Pol-TTP shows high thermal 
stability up to 350 ◦C (Figure S14). An initial minor weight loss below 
150 ◦C is attributed to moisture and gases, followed by a gradual mass 
decrease between 250 ◦C and 350 ◦C corresponds to the thermal elim
ination of the tert-butyl substituents. Major decomposition between 350 
◦C and 600 ◦C assigned to cleavage of C–S and C–C bonds within the 
terthiophene linkers. First, above 600–700 ◦C, degradation and 
carbonization of the conjugated spiro-FTN backbone take place. SEM 

Table 1 
Comparative summary of electrochemical performance of previously reported 
FTN-Pol[58] and sulfur-rich polymers FTN-based polymers as cathode materials 
in Li-ion half-cells obtained from cyclic voltammetry (CV) and galvanostatic 
cycling with potential limitation (GCPL) studies presented in Figs. 4, 5, and 8.

Ctheo
a

[mAh 
g–1]

Cini
b

[mAh 
g–1]

C@10
c

[mAh 
g–1]

C@400
3 

[mAh 
g–1]

CE 
[%]

E1/2 

[V]
OvPotd

[V]

FTN- 
Pol
[58]

30 26 22 21 99.7 3.81 0.02

FTN- 
Pol- 
Sx3

440 129 31 13 98.2 3.92 0.09

FTN- 
Pol- 
Sx6

424 98 22 8 99.0 3.98 0.03

FTN- 
Pol- 
TTP

48 101 38 14 99.7 3.86 0.04

a Theoretical specific capacity, calculated as described in the Supporting 
Information

b Initial specific capacity (first cycle)
c Specific capacity at the indicated cycle
d Overpotential

Fig. 6. Synthetic route toward terthiophene-linked polymer FTN-Pol-TTP. 
Reagents and conditions: a) [12,22:25,32-terthiophene]− 15,35-diyl)bis(trime
thylstannane), [Pd(PPh3)4], toluene, 130 ◦C, 60 h, N2. For the synthesis of 
[12,22:25,32-terthiophene]− 15,35-diyl)bis(trimethylstannane), see the 
Supporting Information.

Fig. 7. Morphological and structural characterization of polymer FTN-Pol- 
TTP. (A) Photograph (left) and SEM image (right) of the powder; (B) FT-IR 
spectra of the polymer and the model compounds FTN-Pol and TTP.
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micrographs reveal amorphous, irregular aggregates composed of 
irregular fragments with rough surfaces and no apparent long-range 
order (Fig. 7A and Figure S22). Nitrogen sorption measurements at 
77 K show type II isotherms with a BET surface area of 45 m2g–1, indi
cating low intrinsic porosity and dense packing of the polymer network 
(Figure S32).

To evaluate the impact of terthiophene linkers on the electro
chemical properties, FTN-Pol-TTP was characterized in composite 
electrodes FTN-Pol-TTP:CB:PVDF (50:40:10 wt%). Measurements were 
conducted in a carbonate-based electrolyte (LiPF₆ in EC/DMC) as FTN- 
Pol-TTP behaves as a π-conjugated organic redox polymer rather than 
a sulfur conversion-type material. This choice reflects that the electro
chemical response is not primarily based on classical polysulfide- 
mediated conversion processes. FTN-Pol-TTP exhibits electrochemical 
characteristics comparable to the FTN-Pol-Sx3 electrodes (Table 1), yet 
predominantly transient TTP-centered redox processes are observed, 
while the FTN backbone maintains its intrinsic electrochemical stability 
and reversibility (Fig. 8). As shown in Fig. 8A and B, an additional 
oxidation feature (O*) emerges from the 2nd cycle below + 3.46 V 
without a corresponding reduction peak, suggesting an irreversible 
oxidation process associated with the TTP moieties, consistent with 
literature reports on oligothiophene oxidation [89]. The reversible 
high-voltage feature at + 3.86 V is attributed to the FTN backbone. 
Minor low-potential redox couples (OS1/RS1 and OS2/RS2) at approx
imately + 2.4 V and + 2.7 V, respectively, are assigned to sulfur-related 
processes. No clear reduction feature attributable to terthiophene is 
observed, in agreement with literature reports indicating limited 
reversible reduction of terthiophene units [90,91]. This O* feature shifts 
to higher potentials up to + 3.63 V and increases in intensity before 
disappearing, which is consistent with its transient nature. In the initial 
cycles, the oxidation process O1 in the high-voltage region shows 

irreversibility, which coincides with the presence of the O* feature. 
Upon its disappearance, O1 becomes more reversible, indicating that the 
remaining electrochemical activity in this voltage region is primarily 
dominated by the FTN backbone. Minor low-potential redox couples 
(OS1/RS1 and OS2/RS2) vanish within the first five cycles, and a pro
nounced reduction peak near + 1.5 V (R*) is observed, analogous to 
FTN-Pol-Sx3 but more intense, as confirmed by the galvanostatic 
charge-discharge curves (Fig. 8C). The long-term cycling behavior re
veals an initial capacity of 101 mA h g⁻¹ (0.10–0.15 mAh cm–2) com
parable to the other FTN-based polymers (see Table 1), followed by the 
characteristic rapid capacity decay. Despite this decay, the CE ap
proaches 99.7% and remains stable throughout extended cycling 
(Fig. 8D). Overall, the TTP moieties appear to contribute only 
short-lived, degradative redox activity, whereas the FTN backbone 
dominates the sustained reversible performance, consistent with the 
behavior reported previously for sulfur-free FTN-Pol. [58].

A comparative evaluation of the sulfur-rich polymers FTN-Pol-Sx3, 
FTN-Pol-Sx6, and FTN-Pol-TTP against the unmodified FTN-Pol high
lights clear differences in theoretical capacity, practical utilization, and 
cycling stability (Table 1 and Figure S36). In general, sulfur function
alization in FTN-Pol-Sx3 and FTN-Pol-Sx6 substantially increases the 
theoretical capacity relative to FTN-Pol, whereas terthiophene moieties 
in FTN-Pol-TTP provide only a moderate enhancement. The initial ca
pacities follow the same trend, with FTN-Pol-Sx3 delivering the highest 
value (129 mA h g⁻¹), followed by FTN-Pol-TTP (101 mA h g⁻¹), and 
FTN-Pol-Sx6 (98 mA h g⁻¹), all clearly exceeding the performance of 
sulfur-free polymer FTN-Pol (26 mA h g⁻¹). Based on the active material 
loadings, the corresponding initial areal capacities are 0.13–0.19 mAh 
cm⁻2 for FTN-Pol-Sx3 and 0.10–0.15 mAh cm⁻2 for both FTN-Pol-Sx6 
and FTN-Pol-TTP. These values correspond to initial utilizations of 
approximately 23–29% for FTN-Pol-Sx3 and FTN-Pol-Sx6 with respect 

Fig. 8. Electrochemical characterization of the TTP-functionalized composite electrode (FTN-Pol-TTP:CB:PVDF = 50:40:10 wt%) in 1 M LiPF₆ solved in EC:DMC 
(1:1 v/v). A) CV at 0.1 mV s⁻¹ between 1.5 − 4.1 V vs. Li/Li⁺ for 10 cycles. B) Differential capacity plots (dQ/dV) from galvanostatic cycling at 100 mA g⁻¹ . C) 
Galvanostatic charge-discharge profiles at 100 mA g⁻¹ . D) Cycling performance and CE over 1000 cycles. OS1, OS2 and RS1, RS2 denote sulfur-related oxidation and 
reduction features, respectively.
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to their theoretical capacities. For FTN-Pol-TTP, the initial capacity 
exceeds the theoretical capacity estimated for the terthiophene-based 
one-electron redox process (48 mAh g− 1). As all three materials 
exhibit substantial capacity fading upon cycling, these values represent 
initial rather than sustained utilizations. Possible contributions from 
irreversible side reactions, or interfacial processes may account for part 
of the excess initial capacity observed for FTN-Pol-TTP. Capacity 
retention at 10th cycle indicates that FTN-Pol-Sx3 surpasses not only 
both sulfur-rich FTN-Pol-Sx6 and FTN-Pol-TTP but also pristine FTN- 
Pol. At extended cycling up to 400 cycles, all materials converge to 
comparatively low capacities, demonstrating the pronounced long-term 
fading characteristic of the sulfur-functionalized systems. This low uti
lization and rapid decay may be attributed to a combination of limited 
electronic conductivity, restricted ion transport within the polymer 
matrix, and incomplete accessibility or irreversible loss of sulfur-based 
redox-active sites due to partial dissolution of sulfur species into the 
electrolyte and possible shuttle effects. CE, however, remain consis
tently high (98.0–99.7%), reflecting stable charge-discharge revers
ibility despite capacity decay. The FTN-related redox potentials increase 
upon sulfur and TTP incorporation, with FTN-Pol-Sx6 showing the 
highest value (+3.98 V), followed by FTN-Pol-Sx3 (+3.92 V) and FTN- 
Pol-TTP (+3.86 V), compared to + 3.81 V for the parent polymer FTN- 
Pol [58]. Overpotentials remain low, with FTN-Pol and FTN-Pol-Sx6 
exhibiting the most favorable kinetics (0.02 and 0.03 V), while 
FTN-Pol-Sx3 displays the highest (0.09 V). Overall, sulfur and TTP 
incorporation significantly boosts theoretical and initial capacities but 
accelerates long-term degradation. These results indicate that neither 
sulfur nor TTP moieties provide sustainable electrochemical benefit and 
that the long-term performance is predominantly governed by the 
excellent intrinsic stability of the FTN backbone.

For a broader contextualization, the electrochemical performance of 
the present FTN-based polymers was compared with representative 
covalently bound sulfur-containing polymer cathodes reported in the 
literature (Table S5) [70–72]. Compared to these literature systems, the 
FTN-based polymers show significantly lower reversible capacities and 
more pronounced capacity fading, while maintaining consistently high 
CE, highlighting that the electrochemical response is predominantly 
governed by the stable FTN redox backbone rather than by sustained 
sulfur-based conversion processes.

At the same time, the observed rapid capacity fading and transient 
linker-based redox processes highlight important limitations in the 
current systems and underline the complexity of interpreting the elec
trochemical behavior of sulfur-containing polymer frameworks. Future 
studies may therefore focus on stabilizing the linker-based redox motifs, 
for example by improving the confinement of sulfur species within the 
polymer network [73], modifying the electronic structure of the linker 
units [74], or optimizing the electrode formulation and electrolyte 
composition for energy-storage applications. [75].

3. Summary

We have synthesized sulfur- and terthiophene-functionalized spiro
fluorene-bridged N-heterotriangulene (FTN) polymers through SNAr and 
Stille cross-coupling polymerization, enabling the incorporation of short 
oligosulfide linkages or well-defined terthiophene units into the FTN 
scaffold. Comprehensive structural characterization by elemental anal
ysis, ToF-SIMS, FT-IR and Raman spectroscopy, XPS, and solid-state 
NMR confirms the efficient incorporation of the sulfur-based sub
stituents while preserving the spiro-bridged FTN backbone. All polymers 
are amorphous, insoluble in common organic solvents, and thermally 
robust solids with sulfur contents of up to 25 wt%. Electrochemical 
studies in lithium-ion half-cells reveal that sulfur linking markedly in
creases theoretical and initial capacities. However, the conversion-type 
redox chemistry results in rapid capacity fading and limited revers
ibility, consistent with polysulfide dissolution in the electrolyte. In 
contrast, terthiophene substitution appears to be associated with 

predominantly transient redox processes, while the intrinsic high- 
voltage redox-activity of the FTN unit remains comparatively stable 
and reversible with efficiencies approaching 99.7%. Our findings 
demonstrate that sulfur and terthiophene linking motifs can boost initial 
charge-storage capacity but do not provide sustainable electrochemical 
benefit, as the long-term cycling is governed predominantly by the 
intrinsic redox stability of the FTN scaffold. These observations provide 
insight into how different sulfur-containing linkers influence the redox 
behavior of FTN-based polymer frameworks and highlight important 
structure-property relationships within this class of redox-active mate
rials. Moreover, we anticipate that polymerization of FTN using func
tional redox-active linkers will open avenues towards robust organic 
cathode materials with enhanced electrochemical properties.
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Supervision, Data curation. Rüdiger Klingeler: Writing – review & 
editing, Supervision, Formal analysis, Data curation. Milan Kivala: 
Writing – review & editing, Supervision, Funding acquisition, Concep
tualization. Irene Wacker: Supervision, Formal analysis, Data curation.

Declaration of Competing Interest

The authors declare the following financial interests/personal re
lationships which may be considered as potential competing interests: 
Milan Kivala reports financial support was provided by German 
Research Foundation. If there are other authors, they declare that they 
have no known competing financial interests or personal relationships 
that could have appeared to influence the work reported in this paper.

Acknowledgments

The generous funding by the Deutsche Forschungsgemeinschaft 
(DFG) – Project number 281029004 – SFB 1249 is acknowledged. T.W. 
and R.K. acknowledge the support by the DFG via the Research Training 
Group GRK 2948/1 'Mixed Ionic Electronic Transport'. The authors 
thank Dr. Frank Hampel from the Friedrich-Alexander-Universität 
Erlangen-Nürnberg for measuring elemental analysis. The authors thank 
Dr. Jürgen Gross from Heidelberg University for measuring 13C CP MAS 
NMR spectra.

A. Jocic et al.                                                                                                                                                                                                                                    Synthetic Metals 320 (2026) 118233 

8 



Supporting information

The authors have cited additional references within the Supporting 
Information. [76–88].

Appendix A. Supporting information

Supplementary data associated with this article can be found in the 
online version at doi:10.1016/j.synthmet.2026.118233.

Data availability

Data will be made available on request.

References

[1] H. Mutlu, E.B. Ceper, X. Li, J. Yang, W. Dong, M.M. Ozmen, P. Theato, Sulfur 
chemistry in polymer and materials science, Macromol. Rapid Commun. 40 (2019) 
e1800650, https://doi.org/10.1002/marc.201800650.

[2] M.E. Sosa Torres, A. Rito Morales, A. Solano Peralta, P.M.H. Kroneck, Sulfur, the 
versatile non-metal, Met. Ions Life Sci. 20 (2020) 19–49, https://doi.org/10.1515/ 
9783110589757-002.

[3] R. Steudel, The chemistry of organic polysulfanes R-S(n)-R (n 2), Chem. Rev. 102 
(2002) 3905–3945, https://doi.org/10.1021/cr010127m.

[4] D.A. Boyd, Sulfur and its role in modern materials science, Angew. Chem. Int. Ed. 
55 (2016) 15486–15502, https://doi.org/10.1002/anie.201604615.

[5] P. Yu, Y. Zhen, H. Dong, W. Hu, Crystal engineering of organic optoelectronic 
materials, Chem 5 (2019) 2814–2853, https://doi.org/10.1016/j. 
chempr.2019.08.019.

[6] V. Coropceanu, J. Cornil, D.A. da Silva Filho, Y. Olivier, R. Silbey, J.-L. Brédas, 
Charge transport in organic semiconductors, Chem. Rev. 107 (2007) 926–952, 
https://doi.org/10.1021/cr050140x.

[7] G. Turkoglu, M.E. Cinar, T. Ozturk, Thiophene-based organic semiconductors, Top. 
Curr. Chem. (Z. ) 375 (2017) 83–129, https://doi.org/10.1007/s41061-017-0174- 
z.

[8] G. Barbarella, M. Zangoli, F. Di Maria, Synthesis and applications of thiophene 
derivatives as organic materials, Adv. Heterocycl. Chem. 123 (2017) 105–167, 
https://doi.org/10.1016/bs.aihch.2017.01.001.

[9] H. Chan, Synthesis, characterization and applications of thiophene-based 
functional polymers, Prog. Polym. Sci. 23 (1998) 1167–1231, https://doi.org/ 
10.1016/S0079-6700(97)00032-4.

[10] G. Barbarella, M. Melucci, G. Sotgiu, The versatile thiophene: an overview of recent 
research on thiophene-Based materials, Adv. Mater. 17 (2005) 1581–1593, https:// 
doi.org/10.1002/adma.200402020.

[11] N. Galaffu, S.P. Man, R.D. Wilkes, J.R.H. Wilson, Highly functionalised sulfur- 
based silica scavengers for the efficient removal of palladium species from active 
pharmaceutical ingredients, Org. Process. Res. Dev. 11 (2007) 406–413, https:// 
doi.org/10.1021/op7000172.

[12] M. Economidou, N. Mistry, K.M.P. Wheelhouse, D.M. Lindsay, Palladium 
extraction following metal-catalyzed reactions: recent advances and applications in 
the pharmaceutical industry, Org. Process. Res. Dev. 27 (2023) 1585–1615, 
https://doi.org/10.1021/acs.oprd.3c00210.

[13] J. Kraus, A. Gruber, R. Gomes, D. Iannitto, K. Leopold, M. von Delius, 
Thioorthoester polymers as sulfur-rich materials in metal scavengers and battery 
cathodes, Angew. Chem. Novit. 1 (2025) e70000, https://doi.org/10.1002/ 
anov.70000.

[14] V. Paradiso, V. Capaccio, D.H. Lamparelli, C. Capacchione, Metal complexes 
bearing sulfur-containing ligands as catalysts in the reaction of CO2 with epoxides, 
Catalysts 10 (2020) 825, https://doi.org/10.3390/catal10080825.

[15] M. Mellah, A. Voituriez, E. Schulz, Chiral sulfur ligands for asymmetric catalysis, 
Chem. Rev. 107 (2007) 5133–5209, https://doi.org/10.1021/cr068440h.

[16] A. Manthiram, Y. Fu, S.-H. Chung, C. Zu, Y.-S. Su, Rechargeable lithium-sulfur 
batteries, Chem. Rev. 114 (2014) 11751–11787, https://doi.org/10.1021/ 
cr500062v.

[17] A. Manthiram, S.-H. Chung, C. Zu, Lithium-sulfur batteries: progress and prospects, 
Adv. Mater. 27 (2015) 1980–2006, https://doi.org/10.1002/adma.201405115.

[18] R. Fang, S. Zhao, Z. Sun, D.-W. Wang, H.-M. Cheng, F. Li, More reliable lithium- 
sulfur batteries: status, solutions and prospects, Adv. Mater. 29 (2017) 1606823, 
https://doi.org/10.1002/adma.201606823.

[19] Q. Pang, X. Liang, C.Y. Kwok, L.F. Nazar, Advances in lithium–sulfur batteries 
based on multifunctional cathodes and electrolytes, Nat. Energy 1 (2016) 16132, 
https://doi.org/10.1038/nenergy.2016.132.

[20] P.G. Bruce, S.A. Freunberger, L.J. Hardwick, J.-M. Tarascon, Li-O2 and Li-S 
batteries with high energy storage, Nat. Mater. 11 (2011) 19–29, https://doi.org/ 
10.1038/nmat3191.

[21] Y. Liu, Y. Elias, J. Meng, D. Aurbach, R. Zou, D. Xia, Q. Pang, Electrolyte solutions 
design for lithium-sulfur batteries, Joule 5 (2021) 2323–2364, https://doi.org/ 
10.1016/j.joule.2021.06.009.

[22] T. Wang, Q. Dong, C. Li, Z. Wei, Sulfur cathode electrocatalysis in lithium-sulfur 
batteries: A comprehensive understanding, Acta Phys. -Chim. Sin. 40 (2024) 
2303061, https://doi.org/10.3866/PKU.WHXB202303061.

[23] C. Fu, J. Guo, Challenges and current development of sulfur cathode in 
lithium–sulfur battery, Curr. Opin. Chem. Eng. 13 (2016) 53–62, https://doi.org/ 
10.1016/j.coche.2016.08.004.

[24] G. Cheung, C. Huang, Strategies to suppress polysulfide dissolution and its effects 
on lithium–sulfur batteries, Batteries 11 (2025) 139, https://doi.org/10.3390/ 
batteries11040139.

[25] X. Fan, W. Sun, F. Meng, A. Xing, J. Liu, Advanced chemical strategies for lithium- 
sulfur batteries: a review, Green. Energy Environ. 3 (2018) 2–19, https://doi.org/ 
10.1016/j.gee.2017.08.002.

[26] Y. Huang, L. Lin, C. Zhang, L. Liu, Y. Li, Z. Qiao, J. Lin, Q. Wei, L. Wang, Q. Xie, D.- 
L. Peng, Recent advances and strategies toward polysulfides shuttle inhibition for 
high-performance Li-S batteries, Adv. Sci. 9 (2022) e2106004, https://doi.org/ 
10.1002/advs.202106004.

[27] L. Zhou, D.L. Danilov, R.-A. Eichel, P.H.L. Notten, Host materials anchoring 
polysulfides in Li–S batteries reviewed, Adv. Energy Mater. 11 (2021) 2001304, 
https://doi.org/10.1002/aenm.202001304.

[28] R. Fang, J. Xu, D.-W. Wang, Covalent fixing of sulfur in metal–sulfur batteries, 
Energy Environ. Sci. 13 (2020) 432–471, https://doi.org/10.1039/C9EE03408K.

[29] J. Ning, H. Yu, S. Mei, Y. Schütze, S. Risse, N. Kardjilov, A. Hilger, I. Manke, 
A. Bande, V.G. Ruiz, J. Dzubiella, H. Meng, Y. Lu, Constructing binder- and carbon 
additive-free organosulfur cathodes based on conducting thiol-polymers through 
electropolymerization for lithium-sulfur batteries, ChemSusChem 15 (2022) 
e202200434, https://doi.org/10.1002/cssc.202200434.

[30] H. Kang, H. Kim, M.J. Park, Sulfur-rich polymers with functional linkers for high- 
capacity and fast-charging lithium-sulfur batteries, Adv. Energy Mater. 8 (2018) 
1802423, https://doi.org/10.1002/aenm.201802423.

[31] M.S. Ahmed, S. Lee, M. Agostini, M.-G. Jeong, H.-G. Jung, J. Ming, Y.-K. Sun, 
J. Kim, J.-Y. Hwang, Multiscale understanding of covalently fixed sulfur- 
polyacrylonitrile composite as advanced cathode for metal-sulfur batteries, Adv. 
Sci. 8 (2021) e2101123, https://doi.org/10.1002/advs.202101123.

[32] S. Haldar, M. Wang, P. Bhauriyal, A. Hazra, A.H. Khan, V. Bon, M.A. Isaacs, A. De, 
L. Shupletsov, T. Boenke, J. Grothe, T. Heine, E. Brunner, X. Feng, R. Dong, 
A. Schneemann, S. Kaskel, Porous dithiine-linked covalent organic framework as a 
dynamic platform for covalent polysulfide anchoring in lithium-sulfur battery 
cathodes, J. Am. Chem. Soc. 144 (2022) 9101–9112, https://doi.org/10.1021/ 
jacs.2c02346.

[33] J.-Z. Zhao, T.-J. Yue, B.-H. Ren, X.-B. Lu, W.-M. Ren, Closed-loop recycling of 
sulfur-rich polymers with tunable properties spanning thermoplastics, elastomers, 
and vitrimers, Nat. Commun. 15 (2024) 3002, https://doi.org/10.1038/s41467- 
024-47382-6.

[34] Q. Wu, Y. Wu, M. Qin, H. Zhu, S. Cheng, J. Xie, Sulfurized polyacrylonitrile 
cathode for advanced alkali metal-sulfur batteries: Synthesis, structure, 
mechanism, and application, Mater. Today 91 (2025) 65–83, https://doi.org/ 
10.1016/j.mattod.2025.11.006.

[35] M. Bothe, A.G. Orrillo, R.L.E. Furlan, M. von Delius, Trithioorthoester exchange 
and metathesis: new tools for dynamic covalent chemistry, Synlett 30 (2019) 
1988–1994, https://doi.org/10.1055/s-0039-1690992.

[36] W.J. Chung, J.J. Griebel, E.T. Kim, H. Yoon, A.G. Simmonds, H.J. Ji, P.T. Dirlam, R. 
S. Glass, J.J. Wie, N.A. Nguyen, B.W. Guralnick, J. Park, A. Somogyi, P. Theato, M. 
E. Mackay, Y.-E. Sung, K. Char, J. Pyun, The use of elemental sulfur as an 
alternative feedstock for polymeric materials, Nat. Chem. 5 (2013) 518–524, 
https://doi.org/10.1038/nchem.1624.

[37] T. Lee, P.T. Dirlam, J.T. Njardarson, R.S. Glass, J. Pyun, Polymerizations with 
elemental sulfur: from petroleum refining to polymeric materials, J. Am. Chem. 
Soc. 144 (2022) 5–22, https://doi.org/10.1021/jacs.1c09329.

[38] J.J. Griebel, N.A. Nguyen, A.V. Astashkin, R.S. Glass, M.E. Mackay, K. Char, 
J. Pyun, Preparation of dynamic covalent polymers via inverse vulcanization of 
elemental sulfur, ACS Macro Lett. 3 (2014) 1258–1261, https://doi.org/10.1021/ 
mz500678m.

[39] H.-C. Huang, Y.-Y. Chen, Y.A. Lin, An inverse vulcanized polymer cathode 
functionalized with quaternary ammonium salt for enhanced performance in 
lithium–sulfur batteries, ACS Appl. Energy Mater. 8 (2025) 4618–4628, https:// 
doi.org/10.1021/acsaem.5c00242.

[40] B. Ling, H. Wang, P. Yang, Ri Agrawal, A.R. Neale, L.J. Hardwick, T. Hasell, 
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